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SS. INSTALL W3-3 “STGNAL AHEAD” SIGN (36 IN. x 36 IN.) WITH “NEW” PANEL AND FLAGS
. ON ONE 4 IN.

TT.

Uud.-

PROPOSED _SIGNS

| RIGHT OF WAY LINE-
CONSTRUCT!ON DETAILS

INSTALL 3 IN. PVC SCHEDULE 80 ELECTRICA:L CONDUIT - TRENCHED.
INSTALL HANDHOLE. ' "

INSTALL NON-INVASIVE MICROLOOP PROBE. SET WITH 1,000 FT. LEAD-IN IN PROPOSED 3 IN.
CONDUIT (TO BE PLACED IN THRU LANE ONLY). : |

INSTALL 3 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT - BORED.
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- MD 193 @ Frankfort Drive/Eleanor

EX. SIGNALS TO - PROPOSED

SPECIAL NOTE:

x 6 ‘IN: TREATED WOOD POST (LENGTH=18.5 FT.) APPROXIMATELY 650 FT
OF THE INTERSECTION ON WESTBOUND MD 193. : '

INSTALL W3-3 "SIGNAL AHEAD” SIGN (36 IN. x 36 IN.) WITH “NEW” PANEL AND FLAGS

ON ONE 4 IN. x 6 IN. TREATED WOOD POST (LENGTH=19 FT.) APPROXIMATELY 750 FT. IN ADVANCE |
OF THE INTERSECTION ON EASTBOUND MD 193. o :

USE EXISTING PEDESTAL POLE. REMOVE EXISTING SIGNAL HEADS A

. IN ADVANCE

INSTALL HANDHOLE WITH LONG DIMENSION PERPENDICULAR TO
TRAVEL WAY FOR INSTALLATION OF NON-INVASIVE PROBES.

EXTEND CONDUIT A MINIMUM OF 2 IN. AND MAXIMUM GF 3
INTO HANDHOLE. _ |

IN.

ND INSTALL NEW SIGNAL HEADS (LED).
DISCONNECT EXISTING SIGNAL HEAD ELECTRICAL CABLES AND CONNECT ELECTRICAL CABLES TO SIGNAL HEADS.
REMOVE EXISTING S1-1 SIGN AND INSTALL S5-1 (36 IN. x 72 IN.) AND S4-(1) (30 IN. x15 IN.) SIGNS.
INSTALL S1-1 (36 IN. x 36 IN.) AND S4-3 (36 IN. x 12 IN.) SIGNS ON ONE 4

IN. x 6 IN.
TREATED WOOD POST (LENGTH=16.5 FT.) APPROXIMATELY 625 FT. IN ADVANCE OF THE INTERSECTION
ON EASTBOUND MD 193. ‘ ;

REMOVE EXISTING S5-1 “SCHOOL., SPEED LIMIT 35" SIGN AND SUPPORT.

REMOVE EXISTING S4-4 “FINES DOUBLE WHEN FLASHING” SIGN FROM SUPPORT.
INSTALL S$5-2 SIGN (24 IN. x 30 IN.) ON ONE 4 IN. x 4 IN.

TREATED WwOOD POST (LENGTH=15 FT.).
INSTALL NON-INVASIVE MICROLOOP PROBE SET WITH 500 FT. LEAD-IN IN PROPOSED 3 IN. -

CONDUIT (TO BE PLACED IN THRU LANE ONLY).

APPROVALS

STATE OF MARYLAND
DEPARTMENT OF TRANSPORTATION
STATE HIGHWAY ADMINISTRATION

OFFICE  OF TRAFFIC & SAFETY
TRAFFIC ENGINEERING DESIGN DIVISION

MD 193 (Greenbelt Road) and
Frankfort Drive/School Exit

REVISIONS

FILE: m\31556-074\cadd\pSG-PO02_h887.dgn

)




